
BARREL GAUGE (TYPE B)
Picture and component explanation 

Top Mount Mechanical Liquid Level Swing Arm Style Gauge - Designefd for 15, 30 or 55 

gallon drums

Calibration

Satandard: Inner piece and outer piece: Cellulose Acetate

Available upgrade: Inner plastic piece can be glass

Red Lock Nut

Standard: HDPE Plastic

Available upgrade: Aluminum or PVC

Bushing: Can be 2”, 1.5” NPT or . 75” NPS

Standard: Aluminum

Available upgrade: PVC or Stainless Steel (ss only for 2” and 1.5”)

Float:

Standard: HDPE Plastic

Available Upgrade: Nitrophyll or Stainless Steel (SS 

only for 2” and 1.5”)

Internal Rods

Galvanized Steel Rods

Available upgrade: Stainless Steel, Kynar Plastic or 

peek Plastic

Other Materials:

Indicator is HDPE Plastic, Gasket is duro nitrile. Also available in viton 

www.cisealco.com



Barrel Gauge (Type B) Gauge Information

Sizes for 55, 30, or 15 gallon drum tanks

Available in. 75” NPS, 1.5” NPT, and 2” NPT opening

Has a gallon, liters and 1/8 increment read out

Multiple material options and accesories available

When ordering we need to know you seze openin and gallon size

Top Mount Mechanical Liquid Level Swing Arm Style Gauge-Designed for 15, 30, or 55 gallon drums

Part Number key: Gauge Type - Gallon Size - Size Opening - Accesories

Examples

B-55-.75 (for a 55 gallon tank, 3/4” opening)

B-55-2-S1-GLC (for a 55 gallon tank, 2” opening, stainless steel rods, glass 
calibration)

B-15-2-ALN (for a 15 gallon tank, 2” opening, aluminum lock nut

** For more information visit www.ksentry.com/ordhelp.htm**

Compatible Chemicals (some examples for reference only)

Standard Stainless Rods (Sl) Stainless Rods/Floats (S2) ALL ss (S3) Peek Rods

Diesel

Gasoline

Hydraulic Oil

lsopropyl

Methanol (add GLC) Acetone

Ammonia

Antifreeze

Bio Diesel

Brake Fluid

MEK

Caustic

Sodium Hydroxide

IE-85

Ethanol

DEF

Peroxide

Bleach

Ferric Chloride

Hydrochloric Acid

Phosphoric Acid

Kynar Rods

Chlorine

Sulfuric AcidCitric Acid
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